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CommentsDescriptionModel #

Ordering Information

SNIB2 Secure Network Interface Board 2 Networks DIGI*TRAC controller to PC (with Velocity version 2.6 SP2 or later only) via
10/100 Ethernet (TCP/IP). Optically-isolated RS-485 and RS-232 ports. RS-485 for
multi-drop between SNIB2 at baud rates up to 115Kps or between master SNIB2
and slave SNIBs at baud rates up to 19.2Kps. RS-232 for the host PC. Supports AES
(128-bit) encryption between the host PC and the master SNIB2 and between master
SNIB2 and downstream SNIB2. Master SNIB2 supports integral XBox functionality
for globalization. UL listed. CE.

Networks DIGI*TRAC controller to PC with appropriate software such as SAM,
MOMENTUM, or Velocity. Optically-isolated RS-485 and RS-232 ports. RS-485 for
multi-drop to host PC, XBox, or other SNIB at baud rates of 9600 or 19.2Kps. RS-232
for local host or modem. UL listed. CE.

Provides one input and four output ports, each optically-isolated RS-232 or RS-485 
with status LEDs. Up to 16 DIGI*TRAC controllers per output port. Cascading sup- 
ported (two levels deep). Includes enclosure. 115 VAC power supply, battery, key lock.

Converts RS-232 to RS-485 to connect host PC to RS-485 SCRAMBLE*NET network.
Includes transmit and receive status LEDs, external plug-in transformer, AT-AC cable
to connect to DB9 host PC COM port, and 6 ft cable to connect to SNIB terminal plug.

Use to connect host PC RS-232 port directly to the RS-232 port on a SNIB or SNIB2 in
a DIGI*TRAC controller or to the RS-232 port on a NET*MUX4.  DB25F connector with
10 ft cable to 4-pin RS-232 terminal plug (remove for NET*MUX4). Includes AT-AC
to convert DB25F for PC port.

Use to connect a modem’s DB25 RS-232 port directly to the RS-232 port of a SNIB in
a DIGI*TRAC controller. Includes cable and 4-pin RS-232 terminal plug.

Use to connect a modem’s DB9 RS-232 port directly to the RS-232 port of a SNIB in
a DIGI*TRAC controller. Includes cable and 4-pin RS-232 terminal plug.

Use to connect a host PC to a modem’s RS-232 port. 3 ft cable with DB25F
connectors on both ends.

Use to convert a DB9M serial port to a DB25M serial port. 9 in cable with DB9F
connector on one end and DB25M connector on the other end.

A miniature 9600 baud modem assembly that can be powered from and installed
internally in the M1N, M2, M8, M16, and MSP for remote site management via dial-up
network. Includes cables, adapter, and power supply harness. Do no use at host PC or
NET*MUX4 out port. Factory set to dial-up line.

For dial-up installations. The EM9600’s setups use DIP switches and non-volatile
memory, and will return to proper function after power failures. Includes power 
transformer. Includes MC-PC for host PC. Includes MC1 for DIGI*TRAC controller or
NET*MUX4. Factory set to dial-up line.

For leased line installations. The EM9600’s setups use DIP switches and non-volatile
memory, and will return to proper function after power failures. Includes power 
transformer. Includes MC-PC for host PC. Includes MC1 for DIGI*TRAC controller or
NET*MUX4. Factory set to leased line.

Pair of �ber optic transceivers for communications network (SNIB to SNIB, SNIB2 to
SNIB2). Simplex or duplex RS-422 SMA plug-in �ber connector to RS-485 terminal
block. Accepts 50μ, 62.5μ, and 100μ fiber. Requires 12 VDC power supply at each
unit. Two 110/240 VAC power supplies are included.

SCRAMBLE*NET gateway/globalizer. Polling engine and encryption for host PC 
communications up to 63 DIGI*TRAC controllers. (16 maximum without NET*MUX4;
16 maximum for MOMENTUM). RS-232 (or RS-485 selectable) port for host PC and
RS-232 and RS-485 ports for DIGI*TRAC controllers. Provides server-independent 
globalization of credential limits and master control zones between DIGI*TRAC 
controllers on Velocity. Includes 6-inch host RS-232 extension cable, transformer, 
alarm relay, and status LEDs. Low-profile plastic desktop housing. UL listed.
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